Andritz Sprout-Bauer
Industrial Model
Roto-Shaker Screener

The industrial model Roto-Shaker
is equipped with heavy-duty, seg-
mented screen frames of carbon
steel or stainless steel construc-
tion. The unit is designed with a
spring-tensioned, hook-strip screen
attachment, which provides a taut
surface for increased screen life and
greater efficiency, and allows
screens to be retightened after use.

Industrial Model Roto-
Shaker Screener
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Dimensions, Industrial and Industrial Model
General Models Screen Attachment
DISCH. 3
MODEL Hio NUMMER- | T i 5 c N : . o H ] o EQUSACLHTO SHIPPNG
SIZE SCREENS DIA. CIRCUME WEIGHT
CIRCLE LB.
1 1 6" 7'9" 3614" 18V4" 36" 41" 6'3%4" 8" 6" Dia. 10%" — 6" 1,200
2x4 1 2 6" 8'3" 364" 181" 36" 41" 6'13%4" 8" 6" Dia. 734" — [ 2,000
1 3 6" 884" 364" 184" 373" 42" 6'01%" 8" 6" Dia. 34" = 6" 2,300
1 1 8" 9'10%" 44" 22" 384" 421" 8'214" 10" 8" Dia. 954" — 8" 2,000
SThxé 1 2 8" 10'614" 44" 22" 381" 4918" 8'01" 10" 8" Dia. 634" — 8" 2,600
1 3 8" 11'9" 44" 29" 414" 425" 8'414" 10" 8" Dia. 234" — 8" 3,000
[ 4 8" 13'4" 60" 30" 49" 49%" | 8'1134" 10" 8" Dia. 218" — 8" 3,500
1% 1 8" 11'714" 60" 30" 40Va" | 49" 10'04" 10" 8" Dia. 974" — 8" 3,000
3ax7 115 2 8" 12°6" 60" 30" 40V4" 491" 10'0" 10" 8" Dia. 7 — 8" 3,600
[ 3 8" 13'6" 60" 30" 43%4" 493" | 9'1134" 10 8" Dia. 214" — 8" 4,100
3 4 8" 14'814" 65" 321" 484" 547" 1045%" 10” 8" Dia. 14" — 8" 4,500
3 1 12° 13'0" 65" 324" 4574" 564" 11'644" 8" 151" 145" 61" 12¢ 4,400
S 3 2 12" 13'734" 65" 3214" 4574" 5674" 11'6" 8% 15V4" 12" 6" 12" 4,900
3 3 12" 14'31%" 65" 3214" 485" 5678" 11'53%4" 8" 150" 7% 6la" 12" 5,100
5 4 12" 15’50 | 6'034" 3634" 557" 593" 11'6" 8" 154" 714" 614" 127 5,500
5 1 12" 150" 6'034" 36%" 53" 501" 13'814" 8" 154" 18" 6lh" 12" 6,800
S 5 2 12" 15'10" 6'034" 363" 53" 59V4" 13'814" 8" 15V4" 161" 6ln" 12" 7,000
: 5 3 12" 16'8" 6'0%4" 363" 55%4" 5914" 13'8%4" 8" 151" 12" 61" 12" 7,400
7V 4 19% 18'0" 71 421" 575%4" 6574" 14218" 8" 150" GIA" 6l 122 8,000
5 1 12" 172" 603" 363" 53" 591" 15'814" 8" 1514 16%4" (2% 127 7,000
5o 5 2 12" 17°10" 6'03%4" 363" 53" 591" 15'814" 8" 151" 141" 611" 127 7,200
5 3 12 18'6" 6'03%4" 363" 5574" 5914" 15'814" 8" 15V4" 104" 610" 12" 7,600
71 4 12 19'10" 7’1" 424" 59" 64" 16'0" 8" 154" 474" (23 12" 8,200
7 1 16" 19'814" 7414 4214" 543" 66" 17'1174" 10" 201" 153%4" 8l 16" 8,200
6x14 71h 2 16" 20°8Y4" 718 421" 5434" 66" 171174" 10" 2014" 1274" 8lA" 16" 8,500
10 3 16" 21'6%" 71 424" 573" 66" L7A1 10" 201" 9" 8la" 16" 10,000
10 1 16" 2219% 9'0" 54" 60" 703" | 20'3%4" 10" 204" 264" 8la" 16" 12,000
8x16 10 92 16" 23'0" 90" 54" 6'0" 703%" | 20'314" 10" 201" 204" 814" 16" 12,500
10 3 16" 23'10" 9'0" 54" 6'0" 703" 202" 10" 204" 161" 814" 16" 13,000




