
 
     RUF 1100 - Briquetting Press             
                     
Hydraulic Systems:  

- Power regulated Axial double piston pump  
- Max. 300 bar System pressure                                   
- Main driving motor 55 kW, 575 V, 60 cycle, 3 phases in a High efficiency motor class 

EFF1  
- AC Safety class IP 54  
- Valve Control Voltage 24 Volt DC  
- Hydraulic oil tank (850 litre.) with an extra cooling (2,2kW) and fine filter circulation,  
- micron fine filter with 5pm  
- Large size double return line filter with lOpm integrated in the tank  
- Hydraulic oil HLP 46  
- Overheating and low -level protector for hydraulic oil  
- Control over solenoid valves with LC indicators  
- All piston-rods are hard chrome sutfaced  
- All hydraulic cylinders are screwed for easy maintenance  
- Hydraulic tank integrated into the support frame  
- Separate ejector cylinders  

 
Electrical equipment:  

- Switch box according to DIN EN EN60204-VDE    0113 Safety class IP 54  
- Input voltage 575 Volt 60 Hz  
- With lockable main switch in housing  
- Emergency stop button in switch box door  
- Control voltage 24 Volt DC via Transformer  
- Free   programmable controller (PLC) model SIEMENS    S7-200  
- with operation and display panel Siemens TP  177B  
- Set and actual values are displayed and can be changed  
- Operation of the machine  
- - Fault   announcement  
- Automatic start/Stop by light barrier integrated in feed hopper  
- Contact-less inductive limit switches  
- Gear/pump motors with thermo contacts  

 
Material supply:  

- Feed hopper with opening of 400 x 800 mm  
- Stable sheet steel construction with reinforcements  
- Hopper volume approx. 150 Litre  
- Agitator with 0,55 kW motor to prevent arching  
- Feeding screw with 1,5 kW motor  
- Feeding time regulated automatically by PLC  

 



Pre-compression:  
- Vertical arranged Pre-charger, hydraulic driven  
- Pressure adjustable by TP  
- Distance   measurement developed and   patented by RUF - Control is dust proofed fixed  
outside of the pre-charger  

 
 
Main compression:  
Horizontal arranged main cylinder, hydraulic driven  
    Pressure adjustable up to 300 bar by TP  
    Hydraulic cylinder 0350, max. pressure force 300 to.  
 
 
Press capacity:  
    Depend on adjustments and material up to 1800 lbs/hour  
 
 
Briquette size:  
    240 x 70 mm  
    Briquette length 80- 130 mm; depend on adjustments and the kind/size of the  
    materials to briquette  
    Max.  specific pressure approx. 1.776 kg/cm2  
 
 
Space!   Weight:  
     Approx. 2000 x 2000 x 2100 mm  
     Without space for operation and maintenance of approx. 500- 1.000   mm  
     Without options approx. 6,300 kg  
 
 
Body finish:  
     Machine PAL   6011  
     Other colors for machine on request, PAL colors free of charge  
     Switch box RAL 7035  
 
 
Scope of supply:  
    •  Including Briquette outlets bend 450  
     Documentation in duplicate English or French 
 
 
 
 
(NOTE: The original packaging system is included in the price) 



                                         SATURN PACKAGING 
 
AUTOMATIC SIGMA-OVERLAP MODEL: 5W5.0 OVLP 
 
1. Automatic Overwrapping Sealer LF-H (18 "W x 6" H) 
 
           Main Features: 
 
               Sealing surface 18 "wide. 
               Jaw opening height: 6 "high. 
               Packing system in 90 push DG. 
               With input conveyor 16 "wide X 24" long, from left to right. 
 
2. Automatic Entry System for Fully Closed Sealing with (Bottom Overlap, and (Forming Head): 
Shaping Head for 16 "X 10" X 6 "H Format 
 
3. Pneumatic sealing head covered with Teflon with constant heat. 
                       - Transfer tray at the tunnel 
                       - Fixed central sealing. 
                       - Programmable Mitsubishi. 
                       - Digital & electronic temperature control. 
 
4. Easy film loading system. Motorized from the top. - 110 volts, 1 ph., 80 psi. 
 
Option Included with the sealer: 
- Roller puncher 
- Lack of film indicator 
-Touchscreen 
            
 
5. Tunnel Model Delta DXT 1.5E (20 "X 52" X 9 ") 
 
Main Features: 
 
- Ambient heating system, hot air circulation from low to high, side. 
- Multiple blowers with high velocity. 
- Tunnel chamber: 20 "wide X 52" long X 9 "high. 
- Variable speed tunnel conveyor in Teflon thread. On rolls 
- Digital & electronic temperature control. 
- Extension conveyor extension with cooling system 
- Automatic shutdown. - Robust console on wheels with brakes. 
- 230 Volt, 3PH, 40A - Baked Paint 
- Emergency stop. 
 



Options Included with the Tunnel: 
- 600 Volt Tunnel, 3PH 
- 2x Flex gravity conveyor with rollers. 
- Rolls output: 14 "wide x 48" x 140 "@ $ 1,295.00 / each 
- accumulation system indexation elevation & assembly 
- Entry 2 products exit 8 (4X2) and 2x4 (4X1) 


