PARTS LIST
ITEM | QTY. PART/DRAWING # [ DESCRIPTION
RF5203 [Cooling Drum Drive Base (Note 1)
[PBES20F 3-15/16 i E
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13 Tdier Base Anchor Boft (Note 3)
@ Drive Base Anchor Bolt (Note 3) 6
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0-1/2 x 40 Cooling Drum Default
Cooling Drum Trunnion Assembly (Note 1) Steel, Mid
Cooling Drum Pads Layout Concrete
Adjusto Screw Tensioner | Default. 9
- — 2 2
n - % MR-40 Bearing MR Series Heavy
N Inner Ring, ID=2-1/2, OD=3-1/4, MS 5196134
@ LR ECI Y RFS15T (Caoling and Dryer Drum Oller (Not shown [Defautt |
1 1/2' REF
g
NOTES:
1. Installation: Place and level components using shims before grouting. Grout per the grout manufacturers instructions.
ool o Grout should be allowed to cure before loading - as specified by the grout manufacturer. Use Five Star Fluid Grout 100 or
engineering approved equivalent. Grout clearance for all components is 1-1/2",
2. Field assembly required for all components.
-3 po— | 3. Embed a minimum of 7-1/2" using Hiti HIT-HY 150 Epoxy Adhesive Anchoring System or engineering approved equivalent. <
—f—5/8" REF Install per adhesive manufacturer’s instructions. Allow adhesive to cure prior to loading.
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